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PFl RR900-4 COMBAT SCOPE
Use of the Rapid Distance Ballistic
and Ranging Scope System
2.95-10x40 IIluminated Reticle
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The 900-4 reticle is a ranging and targeting scope system that is
simple, fast to use and very versatile, Its use is based on using the
ranging brackets by placing the appropriate distance pins on the
shoulders of the intended target. If the shoulders cannot be seen,
then the head pins can be used to range on the head.




The Rapid Reticle 500-4 2.5-10x40 Illuminated
Ballistic Reticle and Ballistic Long Range
Elevation Turret with Zero Stop System

30mm Tube

First focal plane reticle; calibrated at all power settings

Powered by a 2032 3V button Lithium Battery

Made of high qlual'rtg,r aircraft aluminum

Reticle is fully illuminated throughout the ballistic reticle area

The ballistic elevation turret is calibrated from 100 to B00 meters for quick
come ups

Target can be ranged by the use of shoulder brackets set from 100-900
meters

Zero stop wheel allows a fast return to zero

Wind compensator lines are set at 10 miles per hour max wind

Target windage and elevation turrets are easily reset to zero with set screw
Clicks are V2 MOA of adjustment

Reticle is calibrated for 308 Win 150/168/175 grain bullets 2600-2800 FPS,
26" barrel @ sea level

SEE wheel parallax adjustment and illumination intensity switch on left
side

llluminated reticle is visible in low light and indoor lighting conditions




l:nmlmt Proven

Should be Mounted by an Armorer

MOUNTING SCOPE
Place scoperingsenthe  HAND TIGHTEN

rail to allow for proper

eye relief of the scope RING NUTS
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Place scope on rings allowing for
proper eye relief

USE SHORT END TO TIGHTEN

Insert ring screws using the short
end of the wrench but leave
screws loose enough to rotate
scope to align reticle vertically
straight

TIGHTEN SCREWS

Once proper eye relief and
verticle reticle alignment is set,
then hand tighten screws holding
the short end of wrench

Hand tighten the screws halding
the long end of the wrench until
snug, then turn wrench 1/8th
turn to tighten screws; do not
over torque,




Remove battery

compartment cap by
holding the illumination
switch in place.

Install #2032 Lithium Replace the battery
battery with the positive + compartment cap by
side up turning clockwise and

tighten until there is a snug fit.
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BALLISTIC TURRET WITH ZERO STOP
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To reset the elevation and windage
turrets to zero. Loosen the
turret counter clockwise and
remove it

Fll"

Once the lock nut is removed, the elevation or windage
turret can be lifted and turned to reset at zero posifion.
Then replace the lock and tighten it until it's very tight.
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Lock Screw
Elevation Turret  Zero Stop Wheel

Using the small flat head screwdriver loosen the zero
stop lock screw by turning the screw counter-clockwise.
Then turn the zero stop wheel clockwise all the way to
the bottom of the elevation turret until it stops. Then
tighten the lock screw until it is snug. Don't over tighten
the screw.

Once you have zeroed your rifle, then loosen the zero
stop wheel screw, reset the turret to zero then turn the
zero stop wheel counter cloclwise until it lightly touches
the elevation turret. Tighten the zero stop wheel screw.
The elevation turret will now return to zero very quickly.
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2.5-10K40
SCOPE
ADJUSTMENTS

Fast Focus Eye Piece
Adjust fast focus until
reticle is clear
Power Zoom Ring
For close or long range
shots
Side Wheel
Numination Pazallax
Hal Adjustment
Adjusts to Adjusts for
desired focus at
ilumination close range
brightness turn to long
to off position range
when not in shooting

use
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To get the impacts on paper, zero rifle at 25 meters with the impacts
1.75" below the point of aim.
Zero rifle at 100 meters using the center dot in the reficle.
Finalize precise zero by shooting target at 800 meters. This will allow
you to shoot from zero to 800 meters without using any come up clicks.
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Ranging at 100 meters and
point of aim
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Ranging at
300 meters and
point of aim

point of aim
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Ranging at
400 meters and
point of aim
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Imsinstions Lapram ¢ Ranging at
500 meters and
% point of aim
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Ranging at 700
meters and
point of aim
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Correcting for

The reticle allows for
wind compensation
by utilizing the max
10 mph wind lines,

Point of aim 10mph
_ wind at 40} meters
lead wind.

- Wind left to right.
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GCompensation for
Moving Target

The wind compensator lines can be used to lead
moving targets for fast acquisition.

Lead for 100
meters at
10 MPH

running man
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Lead at 400
meters left

to right at
10mph
running man

Ranging Target

m Using the head or shoulder hracket to range

Shoulders —
1

The distance can
be determined by

using the shoulder
brackets.

When shoulders
cannot be seen the
center brackets
can be used to
range on the head.



I Rangling ualng the
shoulder bracksts

400 matara
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The distance can be determined by using the head
ranging brackets; when the shoulders are turned
away or are under cover,

Using head
400 meters to range when

T shoulders are

T turned







RAPID RETICLE
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By mounting the 20 MOA mount to the rifle this will
add 20 MOA of elevation to the scope. This would
equal 700 meters with 308 Win cartridge.




