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INTRODUCTION

The PFI M-68 Auto Reflex Sighting System
can be mounted using permanent style 33mm
rings or the 33mm quick release rings. Note
that the sight and rings should be mounted
by a qualified armorer or gunsmith! Do not
over tighten any screws or mounting levers;
this may result in damage to the mounting
system and or the sight itself.

Read all instructions carefully to properly
mount and zero your scope system. Depend-
ing onthe distance your mission will be en-
gaged at, your combat zero may differ.

This sight was designed by professional shoot-
ers and soldiers and will hold zero better than
most reflex sights on the market today. A stain-
less steel drum and click system allows the
sight to be used for thousands of rounds with-
out having to re-zero your firearm frequently.
It is recommended that you do check your zero
prior to any mission deployment.

If you have any questions please contact
PFI at <www.rapidreticle.com> for
assistance or call (909) 599-0928

SPECIFICATIONS

-Body made of 6061 T-6 aluminum
-Weight with battery,flip caps and flash kill(8-0z)

-Overall length (5-75 ) with caps closed

-Tube diameter (33mm)

-Water proof to 10-feet submerged
-Shock resistant

-Stainless steel internal turret drums and
adjustment clickers

-Heavy duty target turret knobs with covers

-Long lasting pulse LED system

-Auto adjust light sensor (PFI copy right)

-Two night vision settings for better adjustment
-Heavy duty stay zeroed adjustment system

-Heat resistant coatings and special washers
-Special lens coatings for better reflex performance

-Long battery life; if used on auto and turned off
when not in use. 10-days if left on full power.
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BATTERY INSTALLATION

This sight operates with a lithium 3-Volt CR2032 battery.
Remove the battery compartment cap using a coin

or proper size flat head screw driver. Hold the power
ring knob with your other hand to prevent turning.

IA

Insert the battery with the positive side up and
exposed. Then carefully replace the cap, be sure
the threads are properly aligned before tightening.

Target turret
protective caps

when not using target turrets,
keep them covered with
protective caps.

LENS AND SCOPE CARE

Use non-corrosive lens cleaner to main-
tain your scope. Use the cleaning cloth
suppied or a non scratch soft cloth that
will not scratch the glass. When not in
use, keep the lens protective caps closed.
If introduced to salt water, you must
completely rinse the scope with fresh
water; with the caps open. Wipe exces-
sive water off and let dry. Use a Q tip to
dry the battery compartment using small
amount of fresh water.
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P-1

POWER SETTINGS

The PFI M-68 Auto Sight has a unique power setting system,;
not only do you have the standard setting options; from #’s 1-8,

diagram P-1
but also an Auto setting (A) on the switch. The Auto setting
allows you to put the sight on auto to allow the photo cell sensor
on the front of the switch to measure the ambient light in front
of your sight, and adjust the LED intensity to the lighting condi-
tion you are operating in. Example; If you are in daylight out-
side and the sight is set on auto, you can go into a building, and
the sight will adjust automatically to the lighting inviroment; so
you don’t have to turn the power down! diagram P-2

Night Vision Settings diagrams P-4,P-5

There are two night vision settings; NV1 and NV2, to allow use
of night vision equipment with your sight. You can use NV1 or
NV2; you can adjust to your preference of intensity.

NOTE: Turn sight off when not in use; this will preserve your
battery. diagram P-3

Power on 1-8

Manual Settings

P PFI exclusive
ambient light sensor

Auto light
adjustment
setting.
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*Turn power off when
not in use.

| OFF
Posgition

Night Vision

*night vision #1 setting
settings to W
B be used with
night vision
equipment

Night Vision
#2 setting




To adjust windage, turn the knob in the direction you

want your bullet impact to change to; right to go right.

Each click is 1.3 minute of angle.

WINDAGE
AND
ELEVATION

Target Turret Windage
and elevation knobs

E-1

For elevation adjustment, turn the elevation knob
clockwise ;to the right; to raise you bullet impact.
Turn the knob counter clockwise; to the left; to
bring your bullet impact down.

Each click is 1.3 minute of angle.
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Installing 2032 3-volt battery
l. remove cap 2. battery + up

Do not over tighten the cap ; it only has
to be snug to revent it from becoming
loose.

*It is recommended that you change
the battery every 6-months or when
needed. Check your power and LED
intensity prior to each mission.

If the LED is flashing in the Auto mode,
then it is time to replace the battery as
soon as possible; it will still work using
one of the standard power settings.



Remove front cap and flash
kill to clean front lens

remove flip up cap  turn flash kill cylinder
by pulling forward  counter clockwise to
and twist at same remove.
time
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Permanent ring mounting

’

4
flash kill cylinder clean lens using | | |
removed. soft cloth and lens Quick release ring mounting
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